
GNL-5013xx
( 5mm ROUND TYPE) 
Standard Brightness 

Feature:
1.Small flange without stand-off
2.Long life-solid state reliability
3.Long lead length(25.4mm)
4.Versatile mounting on P.C. board or panel  

Description:
1.The shape of this series is round
2.General application is for indication,illumination,etc.
3.These LED lamps are available with a choice of defferent

colors,light intensities,epoxy colors,etc.
IV (If=20mA) 
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Typ. Min. Typ.

View 
Angle
2 1/2

GNL-5013HD GaP Red Red Diffused 700 2.1 0.8 5 60

GNL-5013GD GaP Green Green Diffused 565 2.1 3 15 60

GNL-5013YD GaAsP Yellow Yellow Diffused 590 2.1 3 15 60

GNL-5013ED GaAsp/Gap Orange Red Diffused 625 2.0 5 20 60

GNL-5013ED-E GaAsp/Gap Orange Orange Diffused 635 2.0 5 20 60

GNL-5013HT Gap Red Red Transparent 700 2.1 8 20 20

GNL-5013GT Gap Green Green Transparent 565 2.1 10 30 20

GNL-5013YT GaAsP Yellow Yellow Transparent 590 2.1 10 30 20

GNL-5013ET GaAsp/Gap Orange Red Transparent 635 2.0 20 60 20

GNL-5013ET-E GaAsp/Gap Orange Orange Transparent 635 2.0 20 60 20
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